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LED Lamps,
Rectangular Lamps

Iv @ 10 mA Fig. 
No.

Iv @ 10 mA Fig. 
No.Description Part No. Min Typ 2θ1/2 Description Part No. Min Typ 2θ1/2

2 x 3 mm
Rectangular

1” Leads

IHD 6031 0.3 0.6

120 27
2 x 5 mm

Rectangular
1” Leads

IHD 6911 - 1.0

124 31
IID 6031 0.7 1.8 IID 6911 - 4.5

IGD 6031 0.7 1.8 IGD 6911 - 3.0

IYD 6031 0.7 1.8 IYD 6911 - 3.0

2 x 4 mm
Rectangular

1” Leads

IHD 6051 0.6 0.6

124 28
1.8 x 5.3 mm
Rectangular

1” Leads

IHD 6251 0.4 0.6

150 32
IID 6051 1.5 1.5 IID 6251 1.1 2.2

IGD 6051 1.5 1.5 IGD 6251 1.1 2.2

IYD 6051 1.2 1.2 IYD 6251 1.1 2.2

2 x 5 mm
Rectangular

1” Leads

IHD 6151 0.4 0.6

124 29
2.54 x 5 mm

Tombstone Style
1” Leads

IHD 6361 0.4 1.0

70 33
IID 6151 0.5 2.0 IID 6361 1.2 2.5

IGD 6151 0.5 2.0 IGD 6361 1.2 2.5

IYD 6151 0.5 1.8 IYD 6361 1.2 2.5

2 x 5 mm
Rectangular

1” Leads

IHD 6161 0.4 0.6

124 30
2.4 x 7.1 mm
Rectangular

1” Leads

IHD 6451 0.5 0.8

130 34
IID 6161 0.5 2.0 IID 6451 1.3 2.5

IGD 6161 0.5 2.0 IGD 6451 1.3 2.5

IYD 6161 0.5 1.8 IYD 6451 1.3 2.5

2.5 x 5 mm
Rectangular

1” Leads

IHD 6661 0.5 0.8

150 35
1 x 4.8 mm
Rectangular
1/2” Leads

IHD 6772 0.3 0.5

120 37
IID 6661 1.2 2.2 IID 6772 0.4 1.2

IGD 6661 1.2 2.2 IGD 6772 0.4 1.2

IYD 6661 1.2 2.2 IYD 6772 0.3 1.0

2.5 x 5 mm
Rectangular
Hard Leads

IHD 6663 0.3 0.5

124 35
3 x 3 mm
Square

1” Leads

IHD 7351 0.3 0.5

120 38
IID 6663 0.3 1.0 IID 7351 0.4 1.2

IGD 6663 0.3 1.0 IGD 7351 0.4 1.2

IYD 6663 0.3 1.0 IYD 7351 0.3 1.0

1 x 5 mm
Rectangular

1” Leads

IHD 6751 0.3 0.7

120 36
5 x 5 mm

Square w/Flange
1”  Leads

IHD 7151 0.5 0.8

150 39
IID 6751 0.5 1.7 IID 7151 1.6 2.8

IGD 6751 0.5 1.7 IGD 7151 1.6 2.8

IYD 6751 0.4 1.5 IYD 7151 1.2 2.2

At IDEA we...

www.LEDIDEA.com

                     
                                           
                    
                            .....ABOUT QUALITY!

ISO9002 Certified

Commit to total customer satisfaction.
Achieve the highest standards of quality.
Regularly improve our operations.
Expect efficiency and integrity.
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LED Lamp Figures and Dimensions
Figures 17 – 32

Fig. 17 Fig. 18 Fig. 19 Fig. 20

Fig. 21 Fig. 22 Fig. 23 Fig. 24

Fig. 25 Fig. 26 Fig. 27 Fig. 28

Fig. 29 Fig. 30 Fig. 31 Fig. 32
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LED Lamp Figures and Dimensions
Figures 33 – 48

Fig. 33 Fig. 34 Fig. 35 Fig. 36

Fig. 37 Fig. 38 Fig. 39 Fig. 40

Fig. 41 Fig. 42 Fig. 43 Fig. 44

Fig. 45 Fig. 46 Fig. 47 Fig. 48
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